VX-2100/2200 SERIES

VHF/UHF Mobile Radios

# l’ Il 128 CHANNEL CAPACITY / VX-2200

B 8 CHANNEL CAPACITY / VX-2100
B POWER OUTPUT : 50 W (VHF) / 45 W (UHF)
Bl WIDE BAND COVERAGE
VHF 134-174 MHz

_ UHF 400-470 MHz / 450-512 MHz
i W LOUD FRONT SPEAKER AUDIO
B CTCSS / DCS ENCODE/DECODE
&4 H DTMF ANI
;=% M 2-TONE ENCODE/DECODE

K B 5-TONE SIGNALING BUILT-IN
" W REMOTE RADIO STUN/KILL/REVIVE (5-TONE)
B EMERGENCY FEATURE
l D-SUB-15 PIN ACCESSORY CONNECTOR
B ARTS™ (AUTO-RANGE TRANSPOND SYSTEM)
B DTMF PAGING
B ENCRYPTION ( OPTION )
VOICE INVERSION/ROLLING CODE
B MDC1200® / GE-STAR®

ANI ENCODE ( OPTION )
B MIL-STD 810 C/D/E/F

i E 2 i

8 ch Version

k]
’1| VX-2100 Series
|

VX-2200 Series
128 ch Version with LCD
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The VX-2100 (8-channel) and VX-2200 (128-channel) series mobiles are full featured FM transceivers designed for flexible
mobile business communications in the VHF or UHF Land Mobile Radio bands. These transceivers are designed for reliable
business communications in a wide variety of applications with a wide range of operating capability provided by their
leading-edge design with high output power (50 Watts VHF/45 Watts UHF). The VX-2200 mobiles have an eight character
alpha-numeric display to manage the 128 channel capacity.

FVP-25
MH-67A8J MH-64A80 DTMF Paging/ Voice Inversion
Standard Microphone 16 Keypad Microphone Type Encryption Unit
FVP-36

Voice Inversion Type
Encryption Unit

MD-12A84
Desktop Microphone

MH-25A84
Standard Microphone
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Standard

MIL 810C Methods/Procedures MIL 810D

High Temperature  501.1/Procedure IT
Low Temperature 502.1/Procedure I

MIL 810E MIL 810F

510.3/Procedure T

514.2/Procedure VIIL, X 514.3/Procedure 1,Cat.10 514.4/Procedure I,Cat.10 514.5/Procedure I,Cat.20,24

Blowing Sand & Dust

Vibration

Shock 516.2/Procedure LV
FVP-35 FP-1023A
Rolling Code External Power Supply
Encryption Unit (13.8VDC 23 A)
VME-100 MLS-100

MDC1200®/GE-STAR®
ANI Encoder Unit

External Speaker
(12 W Peak Power)

516.3/Procedure LIV 516.4/Procedure IV

VX-2100/2200 VHF |

516.5/Procedure LIV,VI

VX-2100/2200 UHF

carrier
MLS-200
External Speaker LF-1
(12 W Peak Power) Line Filter

HCGIENNINEReETIEY USB | FIF-10A + CT-104A
RS-232C| CT-29 + CT-126
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