VX-537

UHF Portable Radio

Il 512 CHANNEL CAPACITY
(MANAGED IN UP TO 20 MEMORY GROUPS)

l POWER OUTPUT: 5/2/1/0.25 W

Il SIXTEEN POSITION ROTARY CHANNEL SELECTOR
H SINGLE / DUAL PRIORITY SCAN MODES
Il ACTIVE NOISE CANCELING MICROPHONE

Il ALPHANUMERIC DISPLAY IS SLANTED
FORWARD FOR THE WIDEST VIEWING ANGLE

l MIL-SPEC SPEAKER/MIC AVAILABLE
l LOUD 700 mW AUDIO OUTPUT

l 8 CHARACTER ALPHANUMERIC,
INVERTIBLE LCD DISPLAY

l 4 PROGRAMMABLE SOFT KEYS AND
3-POSITION TOGGLE SWITCH

l DTMF SIGNALING & DIALING FEATURES
Il CTCSS/DCS MIXED ON A SINGLE CHANNEL
ll CTCSS/DCS ENCODE + DECODE

Il EMERGENCY FUNCTIONS

Il ENCRYPTION (VOICE INVERSION, ROLLING
CODE SCRAMBLER) OPTION AVAILABLE

l FEATURE-PACKED MDC1200®
ENCODE/DECODE PLUG IN OPTION

Il EMBEDDED MESSAGE

Il OPTIONAL ALKALINE BATTERY CASE

l RADIO TO RADIO CLONE FEATURE

Il PASSWORD PROTECTED RADIO FILES
H SINGLE OR MULTI-GROUP SCAN MODES
Il PROGRAMMABLE MINIMUM VOLUME

Il MIL-STD 810 C/D/E/F DIE-CAST CHASSIS
Il INTRINSICALLY SAFE VERSION AVAILABLE
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'nd eBCLO, BTLO, and TOT Functions eProgrammable
Minimum Volume eMIL-STD 810 C/D/E&F, Die-Cast Chassis ®Intrinsically Safe
Version Available

VAC-520B/C
Desktop Rapid Charger
(B for 120 VAC/ C for 240 VAC)

FBA-19 6 AA Size Battery Case
CLIP-4A  Belt Clip

SBC-1 Swivel Belt Adaptor(Requires LCS-2)
LCS-2 Swivel Belt Attachment
CN-7 Antenna Jack Adaptor (Stud to BNC)

SVC65 Alignment Software

Intrinsically Safe Information CEEILEReEEY  USB | FIF-10A + CT-105

The Intrinsically Safe Version of VX-537, equipped with any of the RS-232C] CT-29+ CT-71
following optional units, meets the requirements of ANSI/UL913 6th CEGS
Edition for Class |, Division 1, Groups A-D; Class Il, Groups E-G; and
Class Il for hazardous locations.

Battery pack: FNB-29AIS, FNB-29ALIS

®Substitution of components may impair intrinsic safety.

Programming Software




